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Model # BSM-T200

BSM Tumbler
The tumbler BSM-T200 series are designed to meet the standard ETL requirement and are NSF certified.  This tumbler is a work of art design and definitely a valuable piece of equipment for preparing marinated meats. The idea of this BSM T-200 is to deliver  the same great quality of marinated meats, saving time and money, and to do it in a more sanitary, efficient way than the manual procedure.  With a drum capacity of 40 gallons, this tumbler could hold up to 200 pounds of meat.  Large drum opening, 22”x13”, provides convenient when loading/unloading the meats.  The flat drum lid with sealed gasket and locked by 4 toggle nuts secures the meat from drifting during operation.  Speed of the drum is pre-set to 6 rpm as standard.  The operation is very easy with START/STOP button and safety feature photoelectric sensor (PES) as emergency shut-off.  Overall materials of construction are stainless steel and seamless welding which provides a sanitary, easy cleaning, corrosion resistant unit designed to last a lifetime.  Optional pan is available if a floor sink is not available on tumbler space.

Standard features
· 304 stainless steel #4 finish body material of construction.

· Maximum capacity, 40 gallons or 200 lbs.

· Heavy-duty stainless steel drum with sealed gasket and drain cap.

· Pre-set drum speed of 6 rpm (recommended)

· Easy removable drum lid with handles.

· Automatic control and easy to use with START/STOP buttons.

· PES device shuts down the machine with any body movement getting in the way to prevent accident.

· Easy relocating with heavy-duty stainless steel casters.

· Six feet power cord with power supply of 115V 60Hz

· Max current, 5.0Amps

· One-year parts and 90 day labor warranty.

· NSF & ETL certified.
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Overall dimension
Width 41"
Depth 28 3/4"
Height 32 1/4"
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BSM TUMBLER
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BSM T-200 40 200115V, 60Hz 5.0 Amps 35 41 29

Capacity Model Power supply Dimension (inches) Current


Standard Exterior Finish

· Body
 Type 304 stainless steel #4 finish because is durable, easy to clean, sanitary and will not rust.
· Frame channel
 2”x2” channel 1/8” thick stainless steel tubing.
· Caster
Heavy-duty 3.5” diameter wheel.
Drum

· Body
10 Ga. stainless steel #4 finish.
· Sides
Heavy-duty ½” thick stainless steel coved inside.
· Shafts
1” stainless steel.
· Gasket
Custom designed for BSM only heavy-duty gasket. FDA approved to assure seal tight.  Easy removal and washable.
· Toggle nuts
Custom FDA plastic nuts
· Drain cap
Custom heavy duty FDA plastic cap.
Controller

· Motor
Baldor DC motor with variable speed motor driver.
Clearance

· Provide minimum of 1-foot clearance from front, back and right side of the tumbler.

INSIST ON USING THE BEST: BEST SHEET METAL, INC. COMMERCIAL RESTAURANT EQUIPMENT!!

BSM

BEST SHEET METAL, INC.
1500 E. FIRST STREET 

POMONA, CA 91766

Tel: (909) 397-8816   Fax: (909) 622-3286

N.S.F
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		Model		Capacity				Power supply		Current		Dimension (inches)						Weight

				Gal		Lbs						H		W		D

		BSM T-200		40		200		115V, 60Hz		5.0 Amps		35		41		29






